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No-Link 50 CentreBars Earth Single Link 50 Centre Earth Bars Twin Link 50 Centre Earth Bars
Part No. No. Studs | Length (L) Part No. [ No. Studs Bar 1|No. Studs Bar 2| Length (L) Part No. [No. Studs Bar1| No. Studs Bar2 |No. Studs Bar 3| Length (L)
TCE1-50-2 2 200 TCE2-50-2 1 2 375 TCE3-50-2 ] 2 1 550
TCE1-50-4 4 300 TCE2-50-4 1 4 475 TCE3-50-4 ] 2 1 650
TCE1-50-6 6 400 TCE2-50-6 1 6 575 TCE3-50-6 1 6 1 750
TCE1-50-8 8 500 TCE2-50-8 1 8 675 TCE3-50-8 1 8 1 850
TCE1-50-10 10 600 TCE2-50-10 1 10 775 TCE3-50-10 1 10 1 950
TCE1-50-12 12 750 TCE2-50-12 1 12 925 TCE3-50-12 1 12 1 1100
TCE1-50-14 14 850 TCE2-50-14 1 14 1025 TCE3-50-14 1 14 1 1200
TCE1-50-16 16 950 TCE2-50-16 1 16 1125 TCE3-50-16 1 16 1 1300
TCE1-50-18 18 1050 TCE2-50-18 1 18 1225 TCE3-50-18 1 18 1 1400
TCE1-50-20 20 1150 TCE2-50-20 1 20 1325 TCE3-50-20 1 20 1 1500
TCE1-50-24 24 1400 TCE2-50-24 1 24 1575 TCE3-50-24 1 24 1 1750
TCE1-50-30 30 1700 TCE2-50-30 1 30 1875 TCE3-50-30 1 30 1 2050
All total connections Standard earth bars are manufactured from CW004A(C101) HDHC Plain Hard Drawn 50mm X 6mm Copper, natural finish as standard.
M10X35mm DMC Insulators used as standard rated upto 1400V AC/ 1900V DC
M10X35mm Brass Bolt, Nut X2 and Washer sets
Supplied on Pre Galvanised Mild Steel top hat Base to BS EN 10346:2009
olerances: As Per Drawing Material Spec: Customer:
JAll Dimensions in mm .
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